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CANCELS: NEW •• DATE: 

Jecksonville 
Core Formula (lbs/MSF) Long Beech Antioch Secttle Rosario & Delanco 

-
Boord Stu ceo (S-1, S-2) 1400/1550 1400/1550 1400/1550 1425/1575 1425/1575 

Glass Fiber i636 (BG-1) 7.7-8.2 7.7-8.2 7.7-8.2 7.7-8.2 7.7-8.2 

Peper Fiber (BG-1) 10-12 13-15 10-12 13-15 13-15 II 
I. 

Vermiculite Ore (RM-828) 70-75 70-75 70-75 70-75 70-75 

Storch (BG-1) . 7-10 7-10 7-10 7-10 7-10 

Core Fooming Agent: 

Resin (BG-1) -- -- ().5-2.0 - --
-

ALS (BG-1) 0.2-1.7 - - 0.2-1.7 0,2-1.7 

:it AAS (BG-1) -- 0.2-1.0 - - --
lignin 2.5-3.5 2.5-3.5 2.5-3.5 2.5-3.5 2.5~3.5 

' 

Ground Gypsum (BG-1) - 60-130 -- none --
End Trim (BG-1) 20-35 -- 20-35 none 20-35 

-

Potassium Sui fete (BG-1) 0.5-2 .o 1.5-2. 1 0.5-3.0 none 0.5-2.0 
.• 

Hydroted lime (BG-1) 0-0.5 0-0.5 0-0.5 0-0.5 0-0.5 

Retorder Rosario (BG-1) - - -- 0-0.75 --

Peper U ners; Manila end Greybock liners 

NOTE: Formula shell conform to U.L. Lebel Procedure R3543, Section 3 

OPERATING SPECIFICATIONS: (Refer to Process Bulletin BG-2 for General Specificetions). 

l.B., Sea., Ros., 

~-
Jcx. & Del. Antioch 

J. Slurry Setting Time (minutes) 2.0-4.0 2.5-4.5 

All Plants 

2. Wet Slurry Weight {lbs/cu. ft.) 72-82 

' !I ' . -
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